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What is FossilCrete?

• Decorative lightweight concrete material 
comprised of a custom vertical texturing 
mixmix

• Can be applied up to three inches thick 
and stamped within minutes after initial 
vertical texture coat has been applied.

• Designed to be applied on the interior or 
exterior of structures, and buildings



FossilCrete Highlights

• Cures to compressive strength of 3,000 PSI
• Passed International Freeze/Thaw tests
• Waterproof, Fireproof, Thermal Barrier• Waterproof, Fireproof, Thermal Barrier
• Apply to any surface faster to reduce time 

on job site
• Reduce Building costs





























WHICH IS ACRYLIC STUCCO WHICH IS 
FOSSILCRETE?



BEFORE



AFTER



Installation Substrate

• FossilCrete can be installed on surfaces 
including:
• Insulated concrete forms (ICF)• Insulated concrete forms (ICF)
• Steel, OSB/Plywood
• Wire Late, Stucco Mesh
• Cement block, Poured concrete
• Existing concrete Structure, Tile, Glass



The FossilCrete Vertical Texture System

1. Bond Coat
2. Scratch Coat
3. Texture Coat3. Texture Coat
4. Stamp
5. Detail Carving
6. Colouring



• The Bond Coat acts like a bonding 
agent to ensure FossilCrete has full 
bonding capabilities with Substrate

1. Bond Coat 

bonding capabilities with Substrate
• Apply Vertibond Polymer at full strength 

by roller, brush, or sprayer
• After bond coat becomes tacky, apply 

scratch coat



APPLYING THE BOND COAT



2. Scratch Coat

• The Scratch Coat is a mixture of vertical 
mix with Vertibond Polymer

• This coat provides an adhesive for the • This coat provides an adhesive for the 
texture coat to create a better bond

• Should be applied thinly by trowel and 
evenly scratched



APPLYING THE SCRATCH COAT



3. Texture Coat

• Mix Vertibond Polymer with Texture mix 
and apply by trowel or Quick Shot 
machine sprayer at a desired thickness machine sprayer at a desired thickness 
of ½ inch or ¾ inch.
• Thickness determined by the texture and 

pattern of the stamp

• Smooth the texture mix and stamp



APPLYING THE TEXTURE COAT



4. Stamping

• Choose the desired look and stamp
• Hold stamp firmly in the middle and 

press from the center to outer edgespress from the center to outer edges
• Remove stamp by pulling straight from 

surface
• If re-stamping is needed, simply wipe off 

patter and stamp again



STAMP USING VARIOUS STAMP TOOLS





5. Carving

• Depending on stamp pattern you may 
want to use our carving tools to carve 
out perfect grout lines or add further out perfect grout lines or add further 
details to the patterns



6. Colouring

• Colouring the new stamped surface is 
achieved via our ‘Natures Pallette’ 
colouring systemcolouring system

• Brush or spray the base coat
• If too much colour is used simply wipe 

off and re-apply.



6. Colouring

• Colouring the new stamped surface is 
done using our ‘Nature’s Pallete’ 
colouring system

APPLYING COLOUR

colouring system
• Spray or brush on colour
• If too much colour is used simply wipe 

and re-apply.



FINISHED PRODUCT



Use your Imagination!

What else can I design using Fossil Crete? 

“ Anything you can imagine! ““ Anything you can imagine! “





Distributed by
Perth ConcretePerth Concrete

Call Mark Steffler
519-272-5199

msteffler@gaffney.on.ca


